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POLLUTION PREVENTION PROCEDURES
(GENERAL POLLUTION NOTEYS)

SPILL PREVENTION CONTROLS

Keep a spill kit on-site with equipment necessary for spill clean-up. Equipment and materials include,
but are not limited to: brooms, dust pans, mops, rags, gloves, goggles, kitty litter, sawdust, oil-absorbent
booms, and trash containers.

FUELING, MAINTENANCE OF EQUIPMENT & VEHICLES

No fueling, servicing, maintenance or repair of equipment or machinery should be done within 100 feet
of a stream, or within 150 feet of a classified stream, losing stream, or sinkhole. Tarps or drop cloths and
drip pads should be used when servicing, repairing, or performing maintenance on construction
equipment in the field. When work is complete, the contaminated materials should be disposed of
appropriately.

WASHING OF EQUIPMENT & VEHICLES
No wash water is allowed to discharge into storm drains or drainage way without proper treatment.

PESTICIDES, HERBICIDES, INSECTICIDES, FERTILIZERS & LANDSCAPE MATERIALS
Exposure of these chemicals to precipitation and stormwater on-site should be minimized.

DIESEL FUEL, OIL, HYDRAULIC FLUIDS, OTHER PETROLEUM PRODUCTS & CHEMICALS
All fueling facilities present on the site shall adhere to applicable federal and state regulations
concerning underground storage, above ground storage, and dispensers. All fuel, oil, and other fluids
exposed to precipitation shall be stored in watertight, structurally sound, closed containers. Minimize the
discharge of fluids from spills and leaks by implementing chemical spill and leak prevention and
response procedures, including, but not limited to, installation of containment berms and use of drip
pans. Machinery should be kept out of the waterway as much as possible.

HAZARDOUS OR TOXIC WASTE

Hazardous wastes shall be Missouri Hazardous Waste Laws and Regulations. Post guidelines for proper
handling, storage and disposal of materials, and emergency spill cleanup on site. An accurate, up-to-date
inventory of materials delivered and stored on-site should be kept. Retain original labels and material
safety data sheets. All paint, solvents, petroleum products, petroleum waste products and storage
containers such as drums, cans, or cartons shall be stored using best management practices. Materials
exposed to precipitation shall be stored in watertight, structurally sound, closed containers with proper
labels. Store bagged and boxed materials on pallets. Cover bagged and boxed materials during non-
working days and prior to rain events. Incompatible materials, such as ammonia and chlorine, must not
be stored in the same temporary containment facility. Containers for proper disposal of waste paints,
solvents, and cleaning compounds shall be provided. All hazardous wastes that are transported, stored,
or used for maintenance, cleaning, or repair shall be managed according to the provisions of the
Missouri Hazardous Waste Laws and Regulations. For guidance, contact 1-800-361-4827.
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